nobeo (3

Measures and technical features

Vehicle

Size: Length: 5.30m / Width: 2.30m
Height: 2.50m (3.40m incl. Uplink)

Weight: 3.5 to

Power Connector: 16 Amp CEE

Work Stations: 4 (Vision/Production, Audio,
Multifunction, Slomo/Supervision)

Vision
Cameras: e.g. JVC GY-HM850 (with 20x
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l . g ' : Fujinon Objektiv)
tJ ‘ Multifunction _ Vision Mixer: Tricaster 8000 V2 (up to 8
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video signals simultaneous)

Vision Matrix: Black Magic 40x40

~ g . DVE: integrated in vision mixer

3 Displays: 2 x 24" Multiviewer

Graphics: integrated in vision mixer
Slomo: NewTek 3Play 4800
HDD-Systems: filebased recording / replay
e.g. Aja KiPro

Edit: integrated in vision mixer

Audio

Audio Mixer: Yamaha CL1

Intercom: Riedel Artist

Mikrophones: (wireless) Mikrophone,
Radio optional

monitor wall

Encoding & Uplink

Encoding: Digital Rapids StreamZ Live
ABR, Teracue (P2P)

Uplink: IP-Uplink with up to 10 Mbit/s
bandwidth for livestreaming

7,514

More information at
www.nobeo.de or sales@nobeo.de




